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(57) Abstract: 

(EN): The present invention discloses an apparatus and method for manufacturing ultra-fine particles using corona discharge 
capable of manufacturing the ultra-fine particles nanometers in size from a reaction gas using the corona discharge. In the 
apparatus for manufacturing ultra-fine particles of the present invention, a reaction gas feeder supplies a nozzle with reaction 
gas, and the reaction gas is injected. When a power supply applies a high voltage to the nozzle, the corona discharge occurs at 
the nozzle. Thus, the injected reaction gas is dissolved, and a large number of ultra-fine particles are produced. Then, a collection 
plate collects the ultra-fine particles. In addition, a duct encloses the nozzle, so that a passage is formed between the nozzle and 
duct. Sheath gas supplied to the passage of the duct forms a gas curtain between the nozzle and the collection plate, so that the 
gas curtain leads the flow of the ultra-fine particles. If other reaction gas is supplied to the passage of the duct and heat energy is 
supplied thereto, the other reaction gas reacts thermochemically, so that a large number of other ultra-fine particles are produced. 
The ultra-fine particles produced by the corona discharge are coated with the other ultra-fine particles. If the corona discharge 
is generated while the ultra- fine particles and the other reaction gas are injected by another nozzle positioned downstream of the 
nozzle, the ultrafine particles are coated with the other ultra-fine particles produced from the other reaction gas. 

(FR): L'invention concerne un appareil et un procede permettant de fabriquer des particules ultrafines faisant appel a une decharge 
coronaire pouvant fabriquer des particules ultrafines d'une taille de Fordre du nanometre a partir d'un gaz de reaction utilisant la 
decharge coronaire. Dans ledit appareil, un dispositif d'alimentation en gaz de reaction alimente une buse en gaz de reaction, ledit 
gaz de reaction etant ainsi injecte. Lorsqu'une alimentation electrique applique une haute tension sur la buse, la decharge coronaire 
survient an niveau de la buse. Le gaz de reaction est ainsi dissous, et un grand nombre de particules ultrafines est produit. Une 
plaque de coUecte recueille alors lesdites particules ultrafines. En outre, une conduite renferme la buse, de sorte qu'un passage se 
forme entre ladite buse et ladite conduite. Un gaz de gaine alimentant le passage de la conduite forme un rideau gazeux entre la 
buse et la plaque de coUecte, de sorte que le rideau gazeux dirige I'ecoulement des particules ultrafines. Si un autre gaz de reaction 
alimente le passage de la conduite ainsi que fenergie thermique, cet autre gaz de reaction reagit de maniere thermochimique, de 


sort qu'un grand nombre d'autres particules ultrafines est produit. Les particules ultrafines produites par la decharge coronaire sont 
enrobees par les autres particules ultrafines. Si la decharge coronaire est generee pendant que les particules ultrafines et Tautre gaz 
de reaction sont injectes par une autre buse placee en aval de la buse, les particules ultrafines sont enrobees par les autres particules 
ultrafines produites a partir de I'autre gaz de reaction. 
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